
Physics and Applications of 
Metallic Magnetic Calorimeters 

Loredana Gastaldo

Kirchhoff Institute for Physics

Heidelberg University



Outline

ÅMetallic magneticcalorimeters

Thermodynamicalproperties

Readout

Fabrication

ÅMMC applicationsandperformance

x-ray

Molecularfragments

Neutrino massςECHo

ÅConclusions



Low Temperature Calorimeters

Near equilibrium detectors
Energy deposition induces increase of temperature

G

E

Ctot

Thermal bath

ÅVerysmallvolume

ÅWorking temperaturebelow100 mK
smallspecificheat
smallthermal noise

ÅVerysensitive temperaturesensors

G

C
=Ű tot

t

T
TD

totC

E
ȹT@



Low Temperature Calorimeters

Near equilibrium detectors
Energy deposition induces increase of temperature

G

G

C
=Ű tot

t

T
TD

E

Ctot

Thermal bath

ÅVerysmallvolume

ÅWorking temperaturebelow100 mK
smallspecificheat
smallthermal noise

ÅVerysensitive temperaturesensors

Resistance of highlydopedsemiconductors

R

T

R

T

Resistance at superconductingtransition,TES

Magnetizationof paramagneticmaterial, MMC

M 

T

B

totC

E
ȹT@



totC

E
ȹT@

A.Fleischmann, C. Enssand G. M. Seidel, 
Topics in Applied Physics 99 (2005) 63

A.Fleischmannet al., 
AIP Conf. Proc. 1185(2009) 571

Paramagnetic temperature sensor
Dilute alloy Au:Eror Ag:Er (Erconcentration: a few hundred ppm)
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Paramagnetic temperature sensor
Dilute alloy Au:Eror Ag:Er (Erconcentration: a few hundred ppm)
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Paramagnetic temperature sensor
Dilute alloy Au:Eror Ag:Er (Erconcentration: a few hundred ppm)
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Au:Er 300 ppm

Very good agreement between data and 
theoretical expectation for interacting spin system



55Fe 55Fe, Ka
55Fe

Fast risetime
ĄReductionun-resolvedpile-up

Extremelygoodenergyresolution
Ą identificationof smallstructures

Excellentlinearity
Ą precisedefinition of the energyscale

Performance 

Operation over a large temperature range
Ą operation of large arrays

Large dynamic range
Ą no saturation of the signal

Design defined decay constant
Ą thermal link optimized for 

detector heat capacity at operating      
temperature



Detector geometries Å planar paramagnetic sensor 
Å superconducting coil
Å transformed coupled to a dc SQUID



Persistent current

Reliable injection of a persistent current in      
the superconducting coil:

Achievable critical current density: ~ 10 MA/cm2



MMC readout

Two-stage dc-SQUID readout with flux-locked loop

low noise

smallpower dissipationon detectorSQUID chip(voltagebias1st stage) 

In house produced SQUID array



MMC readout
Detector module

Amplifier module

Detector and amplifier module 
mounted on the 
mixing chamber plate

F. Mantegazziniet al., JINST16 (2021) 
P08003, arXiv:2102.11100[physics.ins-det]

https://arxiv.org/abs/2102.11100


MMC readout



MMC fabrication

40 m2 Cleanroom class 100 
at Kirchhoff Institute for Physics

Wet bench
Chemistry bench
Masklessaligner
UHV sputtering system
Dry etching system

Å Flexibilityin design andfabrication

Å Reliableprocessesfor thin films

Å Productionof MMC arrayand
superconductingelectronics



MMC fabrication
ECHo-100k wafer

F. Mantegazzini , PhD Dissertation, Heidelberg University, 2021



Application

Applications 
and  

Performance



Microcalorimeterarrays for X-rays spectroscopy - maXs

maXs-20/30/100:

Å8×8 pixelsfor photonsup to 20/30/100 keV

ÅwithDEFWHM= 2/5/30 eV

Å32 two-stage dc-SQUIDs

2, 4, 10 mm

maXs-30
Absorber size: 500 ³500³30 µm3

8 mm



maXs-30 set-up for IAXO

Search for an evidence for solar axions

Low background and high energy resolution  
(low threshold) x-ray detectors

The IAXO Collaboration, Journal of High Energy Physics2021137 (2021) 



maXs-30 set-up for IAXO

Design suitable for IAXO telescope

High purity materials for background 
reduction

D. Unger et al., JINST 16 (2021) P06006, 
arXiv:2010.15348[physics.ins-det]

https://arxiv.org/abs/2010.15348


maXs-30 set-up for IAXO

Design suitable for IAXO telescope

High purity materials for background 
reduction



maXs-30 set-up for IAXO

55Fe calibration source
Stopping power @10 keV~100%

Å Homogeneous performance over the array

Å Stable operation over 1 month

D. Unger et al., JINST 16 (2021) P06006, 
arXiv:2010.15348[physics.ins-det]

https://arxiv.org/abs/2010.15348


229Th

229Th

Co-added20 channels, severalweeks

maXs-30 with 241Am + 233U external sources

T. Sikorsky et al., Phys. Rev. Lett. 125(2020) 142503



9.8 eV

EnergyresolutionɲEFWHM= 9.8 eV @ 59 keV

World recordresolvingpower: 6000

7.5 eV

Verycloseto design value

maXs-30 with 241Am + 233U external sources

T. Sikorsky et al., Phys. Rev. Lett. 125(2020) 142503



non-linearityasexpectedfrom thermodynamics!

maXs-30 with 241Am + 233U external sources

Energy calibration
Å Polynomial function 2nd to 4th order 
Å Stable over long measuring time 

T. Sikorsky et al., Phys. Rev. Lett. 125(2020) 142503



From maXs-30 to maXs-100

maXs-30

Highly chargedion spectroscopy

maXs-100

Large area/Lamb shift 5

ρυÍÍ

ψÍÍ

30 µm
10 µm

Absorber volume can be adjusted for the particles to be detected

Sensor volume is optimized to match the heat capacity of the 
absorber at the working temperature

Same design, but scaled up!



32 readout channels for 4000 pixels



Pixel identification via rise-time 

of the detectorsignal

heatbath

absorber

thermal 
link

sensor

stems

Porst et al., AIP Conf. Proc. 1185(2009)599

32 readout channels for 4000 pixels

1) The Hydra principle
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4.5 cm~

32 readout channels for 4000 pixels - MOCCA

1) The Hydra principle
2) Segmented sensor

Å64×64 pixels

Å~100 eV (FWHM)

Å32×32 temperaturesensors

ÅRead out by 16+16 SQUIDs
L. Gamer et al., J. Low Temp. Phys. 184 839 (2016)



Å64×64 pixels

Å~100 eV (FWHM)

Å32×32 temperaturesensors

ÅRead out by 16+16 SQUIDs

32 readout channels for 4000 pixels - MOCCA

1) The Hydra principle
2) Segmented sensor



ECHouseslarge arraysof MMCswith enclosed163Ho

150 ��m

165 ��m

180 ��m

not implanted implanted

Implantation square: 
150 ˃ m x 150 ˃ m

First absorber: 
180 ˃ m x 180 ˃ m

Second absorber: 
165 ˃ m x 165 ˃ m

MMCs for the ECHoexperiment

Fraction of events 
in the last eV ~10-12

M. Braß and M. W. Haverkort , New J. Phys.22 (2020) 093018

The ECHo Collaboration EPJ-ST2268 (2017) 1623


